
R A I N - 6 K - K ≤57L/min (0.95L/sec) 2

R A I N - 1 0 K - K ≤95L/min (1.58L/sec) 4

R A I N - 1 7 K - K ≤150L/min (2.5L/sec) 6

R A I N - 1 9 K - K ≤300L/min (5L/sec) 8

R A I N - 3 4 K - K ≤516L/min (8.6L/sec) 10

R A I N - 7 5 K - K ≤1133L/min (18.88L/sec) 12

K I T  S E L E C T I O N S

Note: Systems are designed to treat sediment (down to 1um) and bacteria, in 
rainwater and mains water supply. Please check suitability with any local/site specific 
requirements. Confirm suitability with component specifications. Requires standard 
power supply. 

No claims can be made based on the specifications and images in this document. The 
design, technology, colours, features and prices are subject to change.

This document and all its contents are copyright protected. All rights are reserved, 
particularly alteration, translation and reproduction using electronic systems. 

For more information contact your local stockist or visit us at puretecgroup.com 
Australia 1300 140 140 | New Zealand 0800 130 140.

R A I N W A T E R  R E U S E  K I T S

INTERACTIVE PDF 
CLICK ON THE BELOW 
LIST TO JUMP TO KIT 

SELECTION



RAIN-6K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE ONLY 
AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration

Cartridge Filter

UV Disinfection

Untreated 
Water

Treated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT SPECIFICATIONS

Model: RAIN-6K-K

Auto Backwashing Screen Filtration: 100UM

Washable Pleated Cartridge Filtration: 20UM

Depth-graded Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤57L/MIN (0.95L/SEC)

PURETEC RAINWATER REUSE KITS          3

 IAB Series
Specification Sheet 

 EM2 Series
Specification Sheet 

 RI Series
Specification Sheet 

KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB25 AUTO BACKWASH, 25 MM CONN 1

EM2-140 DUAL FILTRATION SYSTEM, 25 MM CONN 1

RI-6K UV STERILISER, 25 MM CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply.

DOWNLOADS

RAIN-6K-K
≤57L/MIN (0.95L/SEC)

https://www.puretecgroup.com/core/media/media.nl?id=12216501&c=4643702&h=MAwFgniWJ5Re3bRJm7L79j6VsWcLBF6uGDlHUyffkXTZppY3
https://www.puretecgroup.com/core/media/media.nl?id=5017404&c=4643702&h=BhLQ05Wv4-umr-H1SJRB4QlF5EaHPDj8mBD9t1-K1ZykOcIm
https://www.puretecgroup.com/core/media/media.nl?id=5017401&c=4643702&h=AN2olvMyXmpH6WI5wic-_rMZZU7TvdcmTt6b0NK-8TBbR9fA


RAIN-10K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE 
ONLY AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration

Cartridge Filter

UV Disinfection

Treated 
Water

Untreated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT SPECIFICATIONS

Model: RAIN-10K-K

Auto Backwashing Screen Filtration: 100UM

Washable Pleated Cartridge Filtration: 20UM

Depth-graded Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤95L/MIN (1.58L/SEC)

PURETEC RAINWATER REUSE KITS          5

 IAB Series
Specification Sheet 

 EM2 Series
Specification Sheet 

 RI Series
Specification Sheet 

KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB25 AUTO BACKWASH, 25 MM CONN 1

EM2-140 DUAL FILTRATION SYSTEM, 25 MM CONN 1

RI-10K UV STERILISER, 25 MM CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply.

DOWNLOADS

RAIN-10K-K
≤95L/MIN (1.58L/SEC)

https://www.puretecgroup.com/core/media/media.nl?id=12216501&c=4643702&h=MAwFgniWJ5Re3bRJm7L79j6VsWcLBF6uGDlHUyffkXTZppY3
https://www.puretecgroup.com/core/media/media.nl?id=5017404&c=4643702&h=BhLQ05Wv4-umr-H1SJRB4QlF5EaHPDj8mBD9t1-K1ZykOcIm
https://www.puretec.com.au/core/media/media.nl?id=5017401&c=4643702&h=AN2olvMyXmpH6WI5wic-_rMZZU7TvdcmTt6b0NK-8TBbR9fA


RAIN-17K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE 
ONLY AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration

Cartridge Filter

UV Disinfection

Treated 
Water

Untreated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT SPECIFICATIONS

Model: RAIN-17K-K

Auto Backwashing Screen Filtration: 100UM

Washable Pleated Cartridge Filtration: 20UM

Depth-graded Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤150L/MIN (2.5L/SEC)

PURETEC RAINWATER REUSE KITS          7

 IAB Series
Specification Sheet 

 EM2 Series
Specification Sheet 

 RI Series
Specification Sheet 

KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB40 AUTO BACKWASH, 40 MM CONN 1

EM2-150 DUAL FILTRATION SYSTEM, 40 MM CONN 1

RI-17K UV STERILISER,  40 MM CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply.

DOWNLOADS

RAIN-17K-K
≤150L/MIN (2.5L/SEC)

https://www.puretecgroup.com/core/media/media.nl?id=12216500&c=4643702&h=-Kyikb_fZomccvH1bfQZky2-HmR7d0oOANcpc73FHTnbi-gG
https://www.puretecgroup.com/core/media/media.nl?id=5017404&c=4643702&h=BhLQ05Wv4-umr-H1SJRB4QlF5EaHPDj8mBD9t1-K1ZykOcIm
https://www.puretecgroup.com/core/media/media.nl?id=5017401&c=4643702&h=AN2olvMyXmpH6WI5wic-_rMZZU7TvdcmTt6b0NK-8TBbR9fA


RAIN-19K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE 
ONLY AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration

Cartridge Filter

UV Disinfection

Treated 
Water

Bag Filter

Untreated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB65F AUTO BACKWASH, 2½”FLANGED CONN 1

SSBH-2-50-316 BAG FILTER HOUSING, 2” CONN 1

SSBR052 BAG FILTER 1

UFC736C MULTICARTRIDGE HOUSING, 2” CONN 1

PX013 POLYSPUN CARTRIDGE 7

RI-HF19 UV STERILISER, 2” TRI-CLAMP CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply. 

KIT SPECIFICATIONS

Model: RAIN-19K-K

Auto Backwashing Screen Filtration: 100UM

Bag Filtration: 5UM

Polyspun Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤300L/MIN (5L/SEC)

PURETEC RAINWATER REUSE KITS         9

 IAB Series
Specification Sheet 

 SSBH Series
Specification Sheet 

UFC Series
Specification Sheet 

DOWNLOADS

RAIN-19K-K
≤300L/MIN (5L/SEC)

RI-HF Series
Specification Sheet 

https://www.puretecgroup.com/core/media/media.nl?id=31965564&c=4643702&h=1gGij1ju-8o2WVxLnDDO2iaKbAykQBz3vdT2S8CU3JUUXEno
https://www.puretecgroup.com/core/media/media.nl?id=5017371&c=4643702&h=ViXlBjX-YEqUoYQefAvYH9mdzIZOGvp0bsOnE46er3XoiiyY
https://www.puretecgroup.com/core/media/media.nl?id=5017367&c=4643702&h=nya_SKeMy8__DS8CDekP4kxkaMV7sZlKdlGVdTZs90e5Ycqf
https://www.puretecgroup.com/core/media/media.nl?id=39734168&c=4643702&h=I-Y8pteWsEqUrMj4OKMtAu9BBhAraJb9WuSIMpDy50fMttnV


RAIN-34K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE 
ONLY AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration

Cartridge Filter

UV Disinfection

Treated 
Water

Bag Filter

Cartridge Filter

Untreated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB65F AUTO BACKWASH, 2½”FLANGED CONN 1

SSBH-2-50-316 BAG FILTER HOUSING, 2” CONN 1

SSBR052 BAG FILTER 1

UFC736C MULTICARTRIDGE HOUSING, 2” CONN 2

PX013 POLYSPUN CARTRIDGE 14

RI-HF34 UV STERILISER, 3” FLANGED CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply.

KIT SPECIFICATIONS

Model: RAIN-34K-K

Auto Backwashing Screen Filtration: 100UM

Bag Filtration: 5UM

Polyspun Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤516L/MIN (8.6L/SEC)

PURETEC RAINWATER REUSE KITS          11

 IAB Series
Specification Sheet 

 SSBH Series
Specification Sheet 

UFC Series
Specification Sheet 

DOWNLOADS

RAIN-34K-K
≤516L/MIN (8.6L/SEC)

RI-HF Series
Specification Sheet 

https://www.puretecgroup.com/core/media/media.nl?id=31965564&c=4643702&h=1gGij1ju-8o2WVxLnDDO2iaKbAykQBz3vdT2S8CU3JUUXEno
https://www.puretecgroup.com/core/media/media.nl?id=5017371&c=4643702&h=ViXlBjX-YEqUoYQefAvYH9mdzIZOGvp0bsOnE46er3XoiiyY
https://www.puretec.com.au/core/media/media.nl?id=5017367&c=4643702&h=nya_SKeMy8__DS8CDekP4kxkaMV7sZlKdlGVdTZs90e5Ycqf
https://www.puretecgroup.com/core/media/media.nl?id=39734168&c=4643702&h=I-Y8pteWsEqUrMj4OKMtAu9BBhAraJb9WuSIMpDy50fMttnV


RAIN-75K-K DIAGRAM
FITTINGS & PIPEWORK SHOWN BETWEEN SYSTEMS NOT INCLUDED.

ALL PURETEC UV DISINFECTION SYSTEMS ARE INTENDED FOR INDOOR USE 
ONLY AS THEY SHOULD NOT BE EXPOSED TO THE ELEMENTS.

Auto Backwashing 
Screen Filtration Cartridge Filters

UV Disinfection

Treated 
Water

Bag Filters

Untreated 
Water

Pressure Pump 
(not included)

Backwash to drain 
with tundish.
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KIT COMPONENTS

MODEL CODE DESCRIPTION QTY

IAB80F AUTO BACKWASH, 3”FLANGED CONN 2

SSBH-2-50-316 BAG FILTER HOUSING, 2” CONN 2

SSBR052 BAG FILTER 2

UFC746C MULTICARTRIDGE HOUSING, 2” CONN 3

PX014 POLYSPUN CARTRIDGE 21

RI-HF75 UV STERILISER, 4” FLANGED CONN 1

*Based on 30mJ/cm2  @ 95% UVT. Micron rating is nominal. Use only genuine Puretec cartridges and replacements. Note: Systems are designed to 
treat sediment (down to 1um) and bacteria, in rainwater and mains water supply. Please check suitability with any local/site specific requirements. 
Installer is responsible to ensure compliance with all relevant legislation and industry best practice. Confirm suitability with component specifications. 
Requires standard power supply.

KIT SPECIFICATIONS

Model: RAIN-75K-K

Auto Backwashing Screen Filtration: 100UM

Bag Filtration: 5UM

Polyspun Cartridge Filtration: 1UM

UV Disinfection Flow Rate*: ≤1133L/MIN (18.88L/SEC)
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 IAB Series
Specification Sheet 

 SSBH Series
Specification Sheet 

UFC Series
Specification Sheet 

DOWNLOADS

RAIN-75K-K
≤1133L/MIN (18.88L/SEC)

RI-HF Series
Specification Sheet 

https://www.puretecgroup.com/core/media/media.nl?id=31965564&c=4643702&h=1gGij1ju-8o2WVxLnDDO2iaKbAykQBz3vdT2S8CU3JUUXEno
https://www.puretecgroup.com/core/media/media.nl?id=5017371&c=4643702&h=ViXlBjX-YEqUoYQefAvYH9mdzIZOGvp0bsOnE46er3XoiiyY
https://www.puretecgroup.com/core/media/media.nl?id=5017367&c=4643702&h=nya_SKeMy8__DS8CDekP4kxkaMV7sZlKdlGVdTZs90e5Ycqf
https://www.puretecgroup.com/core/media/media.nl?id=39734168&c=4643702&h=I-Y8pteWsEqUrMj4OKMtAu9BBhAraJb9WuSIMpDy50fMttnV

