
User guide

PRODUCT USER GUIDE
For  cor rect  operat ion & insta l lat ion ,  i t  i s  essent ia l  to  ob-

serve these inst ruct ions .

Reverse Osmosis 
Membrane (3x)

Ultra RO

For more information contact your local stockist or visit us at puretecgroup.com 

Refer to user guide for full details and refer to Puretec team to confirm product selection.

Australia 1300 140 140  |  New Zealand 0800 130 140

Parts Included
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Ultra RO Series
DynamicFlow Reverse Osmosis System

W
A

T
E

R
 T

R
E

A
T

M
E

N
T

 S
Y

S
T

E
M

S

Specifications

Ordering 
Code

Replacement Parts & Cartridges
Flow Rate*

Stage 1 Stage 2 Stage 3 Stage 4

ULTRA-RO3C PX011 CO-T150 RET3012-500 CO-R200 3.5 Lpm

ULTRA-RO3S PX011 CO-T150 RET3012-500 - 3.5 Lpm

Ordering 
Code

Micron Temp °C
Max 

Pressure

Inlet Water Parameters
Connection Tank

Max TDS Max Hardness

ULTRA-RO3C 0.0005 1 - 45 600 kPa 1,500 mg/l (ppm) 350 mg/l 3/8” Tube 16L

ULTRA-RO3S 0.0005 1 - 45 600 kPa 1,500 mg/l (ppm) 350 mg/l 3/8” Tube 16L

Warranty:
Use only genuine Puretec replacement cartridge. Warranty is 1 year parts and labour, 
excludes cartridge.

Notes:

Protect from freezing. Electrical Connection: 220 - 240V / 50 Hz. 

RA-T4.2 = Reverse Osmosis Tank, PVM65PH = 500kPa Pressure Limiting Valve

Other parts included: 3/8” Tubings, Spanners, Quick Connect Fittings, and Power Cord.

Pressure 
Limiting 
Valve  
(500 kPa)

FRONT

SIDE

• Sediment Reduction Cartridge
• Taste, Odour and Hardness Reduction Cartridge

Remineralising
Filter Kit (with 
ULTRA-RO3C)

16L Pressure Tank

Ordering Code Recovery*  TDS Rejection*

ULTRA-RO3C >55% >95%

ULTRA-RO3S >55% >95%

*Recovery, TDS Rejection and Flow Rate are based on the following test condition: 
TDS- 250 ppm, filtered and dechlorinated mains water, 25℃ at 500kPA inlet pressure.


